FORCEMAIN

12”"X12" SUMP

AIR RELEASE VALVE WITH BACK
FLUSHING EQUIPMENT AND VALVE

NEENAH MANHOLE FRAME AND CASTING
R—1733, VENTED LID, LID SHALL BE
LABELED "SANITARY SEWER” WITH 2"
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CONCRETE ADJUSTMENT RINGS SHALL BE SEALED
TO THE CONE, CASTING, AND ONE ANOTHER BY
USING A PREPACKAGED MOTOR MIX. TOTAL

ADJUSTMENT MINIMUM 4" MAX 14"

\ PRECAST CONCRETE COVER

\ MANHOLE STEPS, NEENAH R—-1981—N OR

APPROVED EQUAL, 16" ON CENTER.
COPOLYMER POLYPROPYLENE PLASTIC

| \ (PSI-PF) AND ALUMINUM STEPS APPROVED
60"¢ STANDARD MANHOLE SECTIONS. ALL JOINTS

BETWEEN PRECAST SECTIONS SHALL USE
PRELUBRICATED PROFILE GASKET CONFORMING TO

— ASTM C443
A.R.l. "SAAR”-D—-025 SEWER AIR VALVE

| SMITH BLAIR STAINLESS STEEL SADDLE WITH

2” CORP SMITH BLAIR

g\ FORCEMAIN

CONCRETE TOPPING —I

. 4 \
\ MINIMUM THICKNESS FOR BASE IS 6”
12"X12" SUMP

SECTION
ity of SANITARY SEWER AIR RELEASE
W Viple Grove MANHOLE STosD




