IDENTIFICATION OF SAFETY GLAZING

SAFETY GLAZING

Permanent label required on each light

LABEL EXAMPLES

- TUF-FLEX® FT 1/4" UB TEMPERED SAFETY GLASS
  ANSI Z97.1 - 1975 SGCC 302
  16 CFR 1201.4 H SGCC 847
  LOF ANSI and Tempered Codes

- PPG HERCULITE K TEMPERED SAFETY GLASS
  16CFR201 CII
  ANSI Z97.1-1975 1/8" O
  SGCC 265  BSHG 367II
  PPG Glass, ANSI and Safety Glazing codes.
SAFETY GLAZING IN DOORS REQUIRED IN ALL LOCATIONS SHOWN

- INDIVIDUAL GLASS PANELS
- FIXED GLASS PANEL OR GLASS DOOR
- FIXED/GLASS PANEL OR GLASS DOOR
- FIXED/GLASS PANEL OR GLASS DOOR

SWINGING DOORS

- STORM DOORS
- FULL GLASS IN FRAME
- UNFRAMED GLASS DOOR

SWINGING DOORS

SAFETY GLAZING ADJACENT DOORS

- 24 IN. OR LESS FROM EDGE OF GLASS
- 60 IN.

SAFETY GLAZING REQUIRED

SAFETY GLAZING NOT REQUIRED

SAFETY GLAZING NOT REQUIRED IF BOTTOM EDGE OF GLASS IS WITHIN 60 INCHES OF WALKING SURFACE

SAFETY GLAZING IS NOT REQUIRED IN WALLS PERPENDICULAR TO THE DOOR ON THE LATCH SIDE OF THE DOOR

SLIDING (PATIO) DOORS

- SAFETY GLAZING NOT REQUIRED HERE IF GLAZING IS WITHIN 24 INCHES OF THE EDGE OF THE DOOR AND WITHIN 60 INCHES OF THE FLOOR
- OPERABLE PANEL
- SAFETY GLAZING NOT REQUIRED IN THESE WALLS

SAFETY GLAZING IS NOT REQUIRED ADJACENT A DOOR IF THERE IS A WALL OR PANEL AT LEAST 60 INCHES IN HEIGHT SEPARATING THE DOOR FROM THE GLAZING
SAFETY GLAZING ADJACENT A BATH TUB OR IN TUB OR SHOWER ENCLOSURES

SAFETY GLAZING REQUIRED

LESS THAN 60" SAFETY GLAZING REQUIRED IN DOORS

SAFETY GLAZING NOT REQUIRED

EXCEPTION: GLAZING MORE THAN 60" ABOVE THE STANDING SURFACE

SAFETY GLAZING REQUIRED

BOTTOM EDGE OF GLASS <60" ABOVE DECKING

SAFETY GLAZING IN WINDOWS

SAFETY GLAZING REQUIRED IF ALL FOUR CRITERIA EXIST

(1) GREATER THAN 36" TO TOP OF GLASS

(2) GREATER THAN 9 SQ FT

(3) WALKING SURFACE WITHIN 36"

(4) LESS THAN 18" ABOVE FLOOR

IF THE WINDOW HAS A BAR OR RAIL MOUNTED 34-38" ABOVE THE PLANE OF THE WALKING SURFACE, SAFETY GLAZING IS NOT REQUIRED. THE BAR OR RAIL MUST BE AT LEAST 1 1/2" THICK AND NOT CONTACT THE GLASS.

SAFETY GLAZING FOR STAIRS AND LANDINGS

SAFETY GLAZING NOT REQUIRED

<34"

IF THE WINDOW HAS A BAR OR RAIL MOUNTED 34-38" ABOVE THE NOSING OF THE TREADS, SAFETY GLAZING IS NOT REQUIRED. THE BAR OR RAIL MUST BE AT LEAST 1 1/2" THICK AND NOT CONTACT THE GLASS.

SAFETY GLAZING REQUIRED

<34" AND <60"

IF THE WINDOW HAS A GUARD AT LEAST 36 INCHES IN HEIGHT AND THE GLASS IS AT LEAST 18 INCHES FROM THE GUARD, SAFETY GLAZING IS NOT REQUIRED.